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KFDF 110 23 22 22 16 17 32,5 17,5 13,3 3,4 17,5 58,6 5 M 10 022900
KFDF 120 23 22 22 16 17 32,5 17,5 13,3 3,8 17,5 58,6 5 M 10 022900
KFDF 130 39 32 28 20 22 41,0 23,0 18,5 4,0 23,0 73,1 8 M 12 028900
KFDF 140 39 32 28 20 22 41,0 23,0 18,5 4,5 23,0 73,1 8 M 12 028900
KFDF 155 39 32 28 20 22 41,0 23,0 18,5 5,1 23,0 75,1 8 M 12 028900
KFDF 170 39 32 28 20 22 41,0 23,0 18,5 5,8 23,0 75,1 8 M 12 028900
KFDF 185 39 32 28 20 22 41,0 23,0 18,5 6,4 23,0 75,1 8 M 12 028900
KFDF 200 76 40 40 30 32 57,0 32,0 24,5 6,7 30,5 105,1 8 M 16 040900
KFDF 220 76 40 40 30 32 57,0 32,0 24,5 7,8 30,5 105,1 8 M 16 040900
KFDF 240 76 40 40 30 32 57,0 32,0 24,5 8,5 30,5 105,1 8 M 16 040900
KFDF 260 76 40 40 30 32 57,0 32,0 24,5 9,4 30,5 105,1 8 M 16 040900
KFDF 280 76 40 40 30 32 57,0 32,0 24,5 10,2 30,5 109,1 8 M 16 040900
KFDF 300 76 40 40 30 32 57,0 32,0 24,5 11,3 30,5 109,1 8 M 16 040900
KFDF 325 76 40 40 30 32 57,0 32,0 24,5 12,5 30,5 110,6 8 M 16 040900

49-1Zg DIN EN ISO 4762

t = Ng

Component assembly group for hand clamping
for setup of Flat Element Flange Mandrels

Assembly group for hand clamping (optional)

Clamping stroke H max. 

Locking ring DIN 471
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3145-

* Clamping stroke H max. describes the load limit of the Clamping Element while activation without component.




